
SAFETY FENCE: 
 
Description 
 
Safety Fence shall consist of furnishing materials, installing and maintaining 
polyethylene or polypropylene fence along the outside riparian buffer, wetland, or water 
boundary, or other boundaries located within the construction corridor to mark the areas 
that have been approved to infringe within the buffer, wetland, endangered vegetations, 
culturally sensitive areas or water.  The fence shall be installed prior to any land 
disturbing activities. 
 
Materials 
 
Polyethylene or polypropylene fence shall be a highly visible preconstructed safety fence 
approved by the Engineer.  The fence material shall have an ultraviolet coating. 
 
Either wood posts or steel posts may be used.  Wood posts shall be hardwood with a 
wedge or pencil tip at one end, and shall be at least 5 ft. in length with a minimum 
nominal 2" x 2” cross section.  Steel posts shall be at least 5 ft. in length, and have a 
minimum weight of 0.85 lb./ft. of length. 
 
Construction Methods 
 
No additional clearing and grubbing is anticipated for the installation of this fence; 
however, if any clearing and grubbing is required, it will be the minimum required for the 
installation of the safety fence.  Such clearing shall include satisfactory removal and 
disposal of all trees, brush, stumps and other objectionable material. 
 
The fence shall be erected to conform to the general contour of the ground.  When 
determined necessary, minor grading along the fence line shall be performed to meet this 
requirement provided no obstructions to proper drainage are created. 
 
Posts shall be set at a maximum spacing of 10 ft. and maintained in a vertical position 
and may be hand set or set with a post driver.  If hand set, all backfill material shall be 
thoroughly tamped.  Wood posts may be sharpened to a dull point if power driven.  Posts 
damaged by power driving shall be removed and replaced prior to final acceptance.  The 
tops of all wood posts shall be cut at a 30-degree angle.  The wood posts may, at the 
option of the Contractor, be cut at this angle either before or after the posts are erected. 
 
The fence fabric shall be attached to the wood posts with one 2" galvanized wire staple 
across each cable or to the steel posts with wire or other acceptable means. 
 
The Contractor shall be required to maintain the safety fence in a satisfactory condition 
for the duration of the project as determined by the Engineer. 
 
Measurement and Payment 



 
Safety Fence will be measured and paid for as the actual number of linear feet installed in 
place and accepted.  Such payment will be full compensation including but not limited to 
clearing and grading, furnishing and installing fence fabric with necessary posts and post 
bracing, staples, tie wires, tools, equipment and incidentals necessary to complete this 
work. 
 
Payment will be made under: 
 
Pay Item Pay Unit 

Safety Fence Linear Foot 
 


